COMPACT AC SERVO MOTOR

F=T7VaVo%5
Open collector encoder

F=7vaLo%5

Open collector encoder
95
|3

SAYRIAN
Line driver encoder

SAVRIAN
Line driver encoder

~|8
N

?ooo

1000

(39.370" (38.370")

2-M2x04 #&3

PCD.11.0 3Depth
(0433

o f Lk |4 . §

7 2
1000

(39.370")

1.0

2-M2x04 Fc4
PCD.11.0  4Depth

(0039)
10.0

(0433
0% (0.394)

Unit : mm (in)

BE—45{# WMotor Specifications

EA-1754

EA-1771

Rated Output

w

3.0

5.0

Rated Torque

mNm | giem \oz-in

50 |

83 |

Rated Speed

rpm

| Fi |7l A

Instantaneous Max. Torque

mNm(gf-cm)

14.7 (150)

24.5 (250)

-
-

Power Rate
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Torque Constant
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M A3 Example of Combination

Gearhead + Motor + Encoder
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Torque

Gearhead + Motor + Encoder
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BF7HE—YEFEISHE  Rated Specifications of Geared Motors

Please refer to P.7 for attachment and shape of shaft.

The above values are representative specifications when an aluminum heat-sink (57 X57 X 5t) is attached at the motor flange.
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System Configuration
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AC Servomotor

Basic Characteristics of AC Servomotor (At rated voltage)
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